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DEMOLITION GENERAL NOTES

DEMOLITION HATCH LEGEND

DEMOLITION KEYED NOTES
1. EXISTING SURFACE TO REMAIN.

2. EXISTING POWER POLE TO REMAIN.

3. APPROXIMATE LIMITS OF DEMOLITION.

4. TEMPORARY SITE PROTECTION FENCING.

5. EXISTING TREE TO REMAIN. SEE DEMOLITION GENERAL NOTE D AND DETAIL
A1/LS-501.

6. EXCAVATE AND REMOVE EXISTING GRAVEL AND SUBGRADE MATERIAL
SUFFICIENT FOR CONSTRUCTION.  CONTRACTOR SHALL REMOVE AND DISPOSE
PROPERLY OF ANY DEBRIS.

7. EXISTING CONCRETE WALK TO REMAIN.

8. EXISTING OVERHEAD UTILITY TO REMAIN.

9. EXISTING UNDERGROUND UTILITIES TO REMAIN.

A. ALL AREAS ADJACENT TO THE SITE SHALL BE MAINTAINED IN A CLEAN
CONDITION - MUD, DUST, DEBRIS, AND GRAFFITI FREE AT ALL TIME.

B. CONTRACTOR SHALL FILL AND COMPACT ALL VOIDS CREATED BY DEMOLITION
WORK WITH CLEAN BACKFILL MATERIAL. BACKFILL SHALL BE COMPACTED TO
85% MODIFIED PROCTOR IN LANDSCAPE AREAS AND 95% IN PAVED AREAS.

C. THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATION VERIFICATION,
SUPPORT, AND PROTECTION OF ALL ABOVEGROUND AND UNDERGROUND
UTILITIES TO REMAIN IN PLACE INCLUDING ANY UTILITIES NOT INDICATED ON
CONTRACT DRAWINGS.  THE CONTRACTOR SHALL COORDINATE WITH THE
PROPER LOCAL AUTHORITIES OR RESPECTIVE UTILITY COMPANIES TO LOCATE
UNDERGROUND UTILITIES PRIOR TO COMMENCING THE DEMOLITION WORK.
ANY DAMAGE TO EXISTING UTILITIES, INCLUDING THOSE NOT INDICATED ON
THE CONTRACT DRAWINGS, RESULTING FROM CONSTRUCTION OPERATIONS
SHALL BE REPAIRED AND/OR REPLACED AT NO ADDITIONAL COST TO THE
OWNER.

D. CONTRACTOR SHALL PRESERVE AND PROTECT EXISTING TREES DESIGNATED
AS TO REMAIN FROM DAMAGE BY CONSTRUCTION OPERATIONS. ANY TREE
DAMAGED BY CONSTRUCTION OPERATIONS SHALL BE REPLACED WITH A TREE
OF THE SAME SPECIES AND SIZE. IF SIZE OF EXISTING TREE IS NOT AVAILABLE
CONTRACTOR SHALL REPLACE WITH A 2" CAL. TREE (DECIDUOUS) OF 6' HT.
TREE (EVERGREEN) AND SHALL PROVIDE A CREDIT TO THE OWNER FOR THE
MONETARY DIFFERENCE IN VALUE. ANY SHRUB DAMAGED BY CONSTRUCTION
OPERATIONS SHALL BE REPLACED BY A SHRUB OF THE SAME SPECIES AND
SIZE. IF SIZE OF EXISTING SHRUB IS NOT AVAILABLE CONTRACTOR SHALL
REPLACE WITH A 5-GAL SHRUB AND SHALL PROVIDE A CREDIT TO THE OWNER
FOR THE MONETARY DIFFERENCE IN VALUE.  SEE DETAIL A1/LS-501.

EXISTING GRAVEL PAVEMENT TO BE REMOVED. SEE KEYED NOTE 6.

TEMPORARY SITE FENCING.

APPROXIMATE LIMITS OF DEMOLITION.
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88.00

GRADING GENERAL NOTES
1. BUILDING FFE = 7189.00
2. WHERE NEW WORK ABUTS EXISTING PAVEMENT OR TURF TO REMAIN, FINISH

GRADE AT NEW WORK SHALL MATCH EXISTING GRADE.

TOP OF PAVEMENT

PROPOSED SPOT ELEVATION

EXISTING SPOT ELEVATION

GRADING LEGEND

GRADING ABBREVIATIONS

TOP OF CURB
BOTTOM OF CURB
TOP OF WALL
BOTTOM OF WALL
TOP OF SURFACE
INVERT
FLOW LINE
TOP OF MULCH

EXISTING MAJOR CONTOUR

EXISTING MINOR CONTOUR

PROPOSED MAJOR CONTOUR

PROPOSED MINOR CONTOUR

TP
TC
BC
TW
BW
TS
INV
FL
TM

(8.36)

8.36
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5
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OF 3

7
TYP.
OF 3

3

12
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5
END

5
START

5
END

5
TYP.

5
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CONSTRUCTION KEYED NOTES
1. FURNISH AND INSTALL ACCESS BARRIER BOULDER PER DETAIL A3/LS-501. BOULDERS

SHALL BE LOCALLY-AVAILABLE STONE 27-48 CF.

2. CONSTRUCT CRUSHER FINE PAVING PER DETAIL A5/LS-501

3. CONSTRUCT 4" THICK CONCRETE WALK PER DETAIL B3/LS-501.

ADDITIVE ALTERNATE 1: CONSTRUCT 4" THICK CONCRETE WALK WITH
INTEGRALLY-COLORED CONCRET. COLOR SHALL BE DAVIS COLOR, TBD.

4. FURNISH AND INSTALL MONUMENT SIGN PER LS-601.

5. CONSTRUCT RIVER ROCK COBBLE WALL WITH FLAGSTONE CAP PER DETAIL C1/LS-501.

6. CONSTRUCT BRICK COLUMN PER DETAILB5/LS-501.

7. FURNISH BRASS PLAQUES PER LS-601. INSTALL PLAQUES PER  MANUFACTURER'S
SPECIFICATION.

8. FURNISH STEEL SHADOW PANELS PER LS-601. INSTALL PER MANUFACTURER'S
SPECIFICATION.

9. FURNISH AND INSTALL FLAGPOLES. FLAGPOLES SHALL BE ALUMINUM CONE TAPERED
FLAGPOLE, SATIN BRUSH FINISH, SINGLE EXTERNAL HALYARD, SINGLE REVOLVING
TRUCK, NYLON HALYARD, BRONZE SNAPHOOKS, CAST ALUMINUM CLEAT, SPUN
ALUMINUM COLLAR, WITH SHOE-BASE MOUNTING. INSTALL PER MANUFACTURER'S
SPECIFICATIONS. SEE ELECTRICAL PLAN. PROVIDE ONE 5' X 8' U.S. NYLON FLAG, ONE
4' X 6' NM NYLON FLAG, AND ONE 4' X 6' SINGLE SIDED POW MIA NYLON FLAG.

10. FURNISH AND INSTALL ELECTRICAL OUTLET. SEE ELECTRICAL PLAN.

11. FURNISH AND INSTALL LIGHT, SEE ELECTRICAL PLAN.

12. CONSTRUCT BOARD-FORMED CONCRETE MONUMENT WALL PER DETAIL C3/LS-501.

CONSTRUCTION HATCH LEGEND

CRUSHER FINE PAVEMENT.  SEE KEYED NOTE 2.

4" THICK CONCRETE PAVEMENT - SEE KEYED NOTE 3.

ACCESS BARRIER BOULDER. SEE KEYED NOTE 1.
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CONSTRUCTION KEYED NOTES
1. FURNISH AND INSTALL ACCESS BARRIER BOULDER PER DETAIL A3/LS-501. BOULDERS

SHALL BE LOCALLY-AVAILABLE STONE 27-48 CF.

2. CONSTRUCT CRUSHER FINE PAVING PER DETAIL A5/LS-501

3. CONSTRUCT 4" THICK CONCRETE WALK PER DETAIL B3/LS-501.

ADDITIVE ALTERNATE 1: CONSTRUCT 4" THICK CONCRETE WALK WITH
INTEGRALLY-COLORED CONCRET. COLOR SHALL BE DAVIS COLOR, TBD.

4. FURNISH AND INSTALL MONUMENT SIGN PER LS-601.

5. CONSTRUCT RIVER ROCK COBBLE WALL WITH FLAGSTONE CAP PER DETAIL C1/LS-501.

6. CONSTRUCT BRICK COLUMN PER DETAILB5/LS-501.

7. FURNISH BRASS PLAQUES PER LS-601. INSTALL PLAQUES PER  MANUFACTURER'S
SPECIFICATION.

8. FURNISH STEEL SHADOW PANELS PER LS-601. INSTALL PER MANUFACTURER'S
SPECIFICATION.

9. FURNISH AND INSTALL FLAGPOLES. FLAGPOLES SHALL BE ALUMINUM CONE TAPERED
FLAGPOLE, SATIN BRUSH FINISH, SINGLE EXTERNAL HALYARD, SINGLE REVOLVING
TRUCK, NYLON HALYARD, BRONZE SNAPHOOKS, CAST ALUMINUM CLEAT, SPUN
ALUMINUM COLLAR, WITH SHOE-BASE MOUNTING. INSTALL PER MANUFACTURER'S
SPECIFICATIONS. SEE ELECTRICAL PLAN. PROVIDE ONE 5' X 8' U.S. NYLON FLAG, ONE
4' X 6' NM NYLON FLAG, AND ONE 4' X 6' SINGLE SIDED POW MIA NYLON FLAG.

10. FURNISH AND INSTALL ELECTRICAL OUTLET. SEE ELECTRICAL PLAN.

11. FURNISH AND INSTALL LIGHT, SEE ELECTRICAL PLAN.

12. CONSTRUCT BOARD-FORMED CONCRETE MONUMENT WALL PER DETAIL C3/LS-501.

CONSTRUCTION HATCH LEGEND

CRUSHER FINE PAVEMENT.  SEE KEYED NOTE 2.

4" THICK CONCRETE PAVEMENT - SEE KEYED NOTE 3.

ACCESS BARRIER BOULDER. SEE KEYED NOTE 1.
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CONSTRUCTION SECTIONS

LS-201

CONSTRUCTION SECTIONA1 1/4" : 1' - 0"

CONSTRUCTION SECTIONC1 1/4" : 1' - 0"



CONSTRUCTION KEYED NOTES
1. FURNISH AND INSTALL ACCESS BARRIER BOULDER PER DETAIL A3/LS-501. BOULDERS

SHALL BE LOCALLY-AVAILABLE STONE 27-48 CF.

2. CONSTRUCT CRUSHER FINE PAVING PER DETAIL A5/LS-501

3. CONSTRUCT 4" THICK CONCRETE WALK PER DETAIL B3/LS-501.

ADDITIVE ALTERNATE 1: CONSTRUCT 4" THICK CONCRETE WALK WITH
INTEGRALLY-COLORED CONCRET. COLOR SHALL BE DAVIS COLOR, TBD.

4. FURNISH AND INSTALL MONUMENT SIGN PER LS-601.

5. CONSTRUCT RIVER ROCK COBBLE WALL WITH FLAGSTONE CAP PER DETAIL C1/LS-501.

6. CONSTRUCT BRICK COLUMN PER DETAILB5/LS-501.

7. FURNISH BRASS PLAQUES PER LS-601. INSTALL PLAQUES PER  MANUFACTURER'S
SPECIFICATION.

8. FURNISH STEEL SHADOW PANELS PER LS-601. INSTALL PER MANUFACTURER'S
SPECIFICATION.

9. FURNISH AND INSTALL FLAGPOLES. FLAGPOLES SHALL BE ALUMINUM CONE TAPERED
FLAGPOLE, SATIN BRUSH FINISH, SINGLE EXTERNAL HALYARD, SINGLE REVOLVING
TRUCK, NYLON HALYARD, BRONZE SNAPHOOKS, CAST ALUMINUM CLEAT, SPUN
ALUMINUM COLLAR, WITH SHOE-BASE MOUNTING. INSTALL PER MANUFACTURER'S
SPECIFICATIONS. SEE ELECTRICAL PLAN. PROVIDE ONE 5' X 8' U.S. NYLON FLAG, ONE
4' X 6' NM NYLON FLAG, AND ONE 4' X 6' SINGLE SIDED POW MIA NYLON FLAG.

10. FURNISH AND INSTALL ELECTRICAL OUTLET. SEE ELECTRICAL PLAN.

11. FURNISH AND INSTALL LIGHT, SEE ELECTRICAL PLAN.

12. CONSTRUCT BOARD-FORMED CONCRETE MONUMENT WALL PER DETAIL C3/LS-501.

CONSTRUCTION HATCH LEGEND

CRUSHER FINE PAVEMENT.  SEE KEYED NOTE 2.

4" THICK CONCRETE PAVEMENT - SEE KEYED NOTE 3.
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MARK DATE DESCRIPTION

CONSTRUCTION ELEVATIONS

LS-301

CONSTRUCTION ELEVATIONA1 1/4" : 1' - 0"

CONSTRUCTION ELEVATIONC1 1/4" : 1' - 0"



CONSTRUCTION KEYED NOTES
1. FURNISH AND INSTALL ACCESS BARRIER BOULDER PER DETAIL A3/LS-501. BOULDERS

SHALL BE LOCALLY-AVAILABLE STONE 27-48 CF.

2. CONSTRUCT CRUSHER FINE PAVING PER DETAIL A5/LS-501

3. CONSTRUCT 4" THICK CONCRETE WALK PER DETAIL B3/LS-501.

ADDITIVE ALTERNATE 1: CONSTRUCT 4" THICK CONCRETE WALK WITH
INTEGRALLY-COLORED CONCRET. COLOR SHALL BE DAVIS COLOR, TBD.

4. FURNISH AND INSTALL MONUMENT SIGN PER LS-601.

5. CONSTRUCT RIVER ROCK COBBLE WALL WITH FLAGSTONE CAP PER DETAIL C1/LS-501.

6. CONSTRUCT BRICK COLUMN PER DETAILB5/LS-501.

7. FURNISH BRASS PLAQUES PER LS-601. INSTALL PLAQUES PER  MANUFACTURER'S
SPECIFICATION.

8. FURNISH STEEL SHADOW PANELS PER LS-601. INSTALL PER MANUFACTURER'S
SPECIFICATION.

9. FURNISH AND INSTALL FLAGPOLES. FLAGPOLES SHALL BE ALUMINUM CONE TAPERED
FLAGPOLE, SATIN BRUSH FINISH, SINGLE EXTERNAL HALYARD, SINGLE REVOLVING
TRUCK, NYLON HALYARD, BRONZE SNAPHOOKS, CAST ALUMINUM CLEAT, SPUN
ALUMINUM COLLAR, WITH SHOE-BASE MOUNTING. INSTALL PER MANUFACTURER'S
SPECIFICATIONS. SEE ELECTRICAL PLAN. PROVIDE ONE 5' X 8' U.S. NYLON FLAG, ONE
4' X 6' NM NYLON FLAG, AND ONE 4' X 6' SINGLE SIDED POW MIA NYLON FLAG.

10. FURNISH AND INSTALL ELECTRICAL OUTLET. SEE ELECTRICAL PLAN.

11. FURNISH AND INSTALL LIGHT, SEE ELECTRICAL PLAN.

12. CONSTRUCT BOARD-FORMED CONCRETE MONUMENT WALL PER DETAIL C3/LS-501.

CONSTRUCTION HATCH LEGEND

CRUSHER FINE PAVEMENT.  SEE KEYED NOTE 2.

4" THICK CONCRETE PAVEMENT - SEE KEYED NOTE 3.
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CONSTRUCTION ELEVATIONS

LS-301

CONSTRUCTION ELEVATIONA1 1/4" : 1' - 0"

CONSTRUCTION ELEVATIONC1 1/4" : 1' - 0"
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CONSTRUCTION DETAILS

LS-501

SCALE: N.T.S.

TREE PROTECTIONA1

NOTES:

1.  TREE PROTECTION FENCING SHALL BE INSTALLED IN A CONTINUOUS LOOP ALONG THE DRIPLINE OF
THE EXISTING TREE.
2. NO PRUNING SHALL BE PERFORMED EXCEPT BY APPROVED ARBORIST.
3. IF THERE IS NO EXISTING IRRIGATION, SEE SPECIFICATIONS FOR WATERING REQUIREMENTS.
4. NO EQUIPMENT SHALL OPERATE INSIDE THE PROTECTIVE FENCING INCLUDING DURING FENCE
INSTALLATION AND REMOVAL.
5. NO EQUIPMENT OR MATERIALS SHALL BE STORED WITHIN THE TREE PROTECTION FENCE.

KEEP OUT
TREE PROTECTION

AREA

8.5" X 11" LAMINATED
SIGN SPACED
EVERY 50' ALONG THE
FENCE

TREE PROTECTION FENCE: HIGH DENSITY
POLYETHYLENE FENCING WITH 3.5" X 1.5"
OPENINGS; COLOR: ORANGE. STEEL POSTS
SHALL BE INSTALLED AT 8' O.C.

2" X 6' STEEL POSTS OR APPROVED EQUAL.

5" THICK LAYER OF ORGANIC MULCH.
CONTRACTOR SHALL SUBMIT CUT SHEET
WITH INFORMATION ON MAKEUP OF MULCH
FOR APPROVAL PRIOR TO INSTALLATION.

MAINTAIN EXISTING GRADE WITHIN TREE
PROTECTION FENCE.

SOIL BENEATH BOULDER SHALL BE EXCAVATED APPROXIMATELY 2" DEEP BEFORE
PLACING BOULDER.

NOTE:

SCALE: 1/2" = 1'-0"

ACCESS BARRIER BOULDERA3

EXISTING SOIL

MOSS ROCK, OR APPROVED LOCAL
STONE 27 CUBIC FEET MIN.

2"

SCALE: 3/4" = 1'-0"

COMPACTED CRUSHER FINE PAVINGA5

VARIES.  SEE PLAN.

FINISH GRADE

TAPER EDGE FLUSH
WITH FINISH GRADE.

COMPACTED SUBGRADE

12"12"

NOTES:
1.  WET CRUSHER FINES TO 4% - 5% WATER CONTENT.
2.  ROLL CRUSHER FINES WITH WEIGHTED ROLLER IN BOTH DIRECTIONS TO COMPACT.

COMPACTED CRUSHER FINES

2"

3,500 PSI CONCRETE
WITH BROOM FINISH

95% COMPACTED SUBGRADE

TOOLED JOINT AT 5'-0" OC MAX

1/2" EXPANSION JOINT WITH
SEALANT AT 20'-0" OC MAX. AND
WHERE CONCRETE ABUTS
OTHER HARD SURFACE.

NOTES:

1. CONTRACTOR SHALL VERIFY SIDEWALK LAYOUT WITH OWNER'S REPRESENTATIVE
PRIOR TO FORMING AND POURING CONCRETE. NO EXCEPTIONS.

4"

1"

1/4"

3/4" = 1'

CONCRETE PAVINGB3

ADDITIVE ALTERNATE 1: INTEGRALLY COLOR CONCRETE USING DAVIS COLOR PIGMENT
# TBD.

3,500 PSI CONCRETE
WITH BOARD-FORMED
FINISH AND INTEGRAL
COLOR. COLOR SHALL
BE DAVIS COLOR TBD.
FORMLINER SHALL BE
TBD.

95% COMPACTED SUBGRADE

1/2" EXPANSION JOINT WITH
SEALANT AT 20'-0" OC MAX. AND
WHERE CONCRETE ABUTS
OTHER HARD SURFACE.

NOTES:

1. CONTRACTOR SHALL VERIFY WALL LAYOUT WITH OWNER'S REPRESENTATIVE PRIOR
TO FORMING AND POURING CONCRETE. NO EXCEPTIONS.

3/4" = 1'

BOARD-FORMED CONCRETE WALLC3
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GRADE

4"

COMPACTED BASECOURSE

SECTION -SIDE

FRONT ELEVATION

3,500 PSI CONCRETE
WITH BOARD-FORMED
FINISH AND INTEGRAL
COLOR. COLOR SHALL
BE DAVIS COLOR TBD.
FORMLINER SHALL BE
TBD.

95% COMPACTED SUBGRADE

1/2" EXPANSION JOINT WITH
SEALANT AT 20'-0" OC MAX. AND
WHERE CONCRETE ABUTS
OTHER HARD SURFACE.

VA
R
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S 
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E
LK

-3
01

6"

FINISH
GRADE

4"

COMPACTED BASECOURSE

SEE PLAN

3/4" = 1'

BRICK COLUMNB5

VERTICAL SECTION
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5 
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4"

HORIZONTAL SECTION

COMPACTED BASECOURSE

REINFORCED CONCRETE FOOTING

#3 REBAR

CONCRETE-FILLED CMU BLOCKS

BRICK VENEER

PRECAST CONCRETE CAP

REINFORCED CONCRETE FOOTING

BRICK VENEER

CONCRETE-FILLED CMU BLOCKS

#3 REBAR

FLAGSTONE

95% COMPACTED SUBGRADE

1/2" EXPANSION JOINT WITH
SEALANT WHERE CAP ABUTS
OTHER HARD SURFACE.

SECTION

3"

3/4" = 1'

RIVER ROCK COBBLE WALLC1

MORTARED JOINTS
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G 4-18" RIVER ROCK VENEER STONE

COMPACTED BASECOURSE

6"

FRONT ELEVATION

4-18" RIVER ROCK
VENEER STONE

95% COMPACTED SUBGRADE

3"

CONCRETE PAVING AREA

COMPACTED BASECOURSE

1'-8"

FLAGSTONE

FINISH
GRADE

CONCRETE FOOTING
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      PLAQUE SCHEDULE
CODE CONTENT DIMENSIONS MATERIAL

1

ROUND BRANCH SEALS:
1.  ARMY
2. NAVY
3. MARINE CORP
4. AIR FORCE
5. COAST GUARD

24" ROUND BRONZE WITH
COLORED CRESTS

2 MORA COUNTY VETERANS ARE RECOGNIZED 18" WIDE
BRONZE
PHOTOS

KIOSK

3

LEST WE FORGET
FOR OVER TWO CENTURIES, AMERICAN
VETERANS HAVE PLEDGED THEIR LIVES, THEIR
FORTUNES AND THEIR SACRED HONOR IN
DEFENSE OF THIS GREAT NATION

18" WIDE BRONZE

4

WORLD WAR 1
CONFLICT BEGAN JULY 28, 1914
CONFLICT CONCLUDED NOVEMBER 11, 1918
SERVED 4.7
KILLED IN ACTION 53,402
WOUNDED 320,000

WORLD WAR II
CONFLICT BEGAN SEPTEMBER 1, 1941
CONCLUDED SEPTEMBER 2, 1945
KILLED IN ACTION 291,557
WOUNDED _________

VIETNAM WAR
CONFLICT BEGAN NOVEMBER 1, 1955
CONFLICT CONCLUDED APRIL 30, 1975
2.7 MILLION SERVED
KILLED IN ACTION 58,148
WOUNDED 304,000
PERSIAN GULF WAR
(OPERATION DESERT SHIELD/STORM)
CONFLICT BEGAN JANUARY 17, 1991
CONFLICT CONCLUDED FEBRUARY 28, 1991
KILLED IN ACTION 147
WOUNDED IN ACTION 458
PRISONERS OF WAR 23* (591?)

18" WIDE BRONZE

5

6

LEST WE FORGET
FOR OVER TWO CENTURIES, AMERICAN
VETERANS HAVE PLEDGED THEIR LIVES, THEIR
FORTUNES AND THEIR SACRED HONOR IN
DEFENSE OF THIS GREAT NATION

BRONZE

7

REVOLUTIONARY WAR
1771 - 1783

WAR OF 1812
1812 - 1815

INDIAN WAR

SPANISH - AMERICAN WAR
APRIL 1898 - AUGUST 1898

KOREAN WAR
1950 - 1953

VIETNAM WAR
1964-1975

PANAMA
DECEMBER 1989 - JANUARY 1990

AFGHANISTAN
SEPTEMBER 11, 2002 - ??

GULF WAR - 1990 - 1991

OPERATION IRAQUI FREEDOM
MARCH 2003

MEXICAN-AMERICAN WAR
1846 - 1848

BATTLE OF MORA
1847

CIVIL WAR
1861- 1865

WORLD WAR I
1917-1918

WORLD WAR II
1941 - 1945

LEBANON
1982-1984

GRENADA
OCTOBER  1983 - DECEMBER 1983

SOMALIA
1992-1994

BOSNIA
DECEMBER 1995

BRONZE

8
NAMES OF COMMISSION MEMBERS WHO
APPROVED AND DATE/COMMITTEE
MEMBERS/MAINSTREET

BRONZE

9 MEDALS OF VALOR BRONZE

10

MEMORY OF COMBAT AND WOUNDED VETERANS
WHO ARE PURPLE HEART RECIPIENTS:  WITH PURPLE
HEART MEDAL ON THE STRUCTURE.

DEDICATED TO THE RECIPIENTS OF THIS NATION'S
OLDEST MILITARY DECORATION OF PURPLE HEART

MY STONE IS RED FOR THE BLOOD THEY SHED, THE
MEDAL I BEAR IS MY COUNTRY'S WAY TO SHOW
THEY CARE IF I COULD BE SEEN BY ALL MANKIND
MAYBE PEACE WILL COME IN MY LIFETIME

BRONZE

#

#

#      SHADOW PANEL SCHEDULE
CODE CONTENT DIMENSIONS MATERIAL

A SEE LS-603 4' X 8' WEATHERING STEEL

B SEE LS-603 4' X 8' WEATHERING STEEL

C SEE LS-603 4' X 8' WEATHERING STEEL

D SEE LS-603 4' X 8' WEATHERING STEEL

E SEE LS-603 4' X 8' WEATHERING STEEL

F SEE LS-603 4' X 8' WEATHERING STEEL

      MONUMENT SIGNAGE SCHEDULE
CODE CONTENT DIMENSIONS

I "MORA COUNTY VETERANS MEMORIAL" 8" LETTERS BRUSHED ALUMINUM

"IN HONOR OF ALL WHO PAID THE
ULTIMATE SACRIFICE"

6" LETTERS BRUSHED ALUMINUM

II "MORA COUNTY VETERANS MEMORIAL" 4" LETTERS BRUSHED ALUMINUM
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CONSTRUCTION SCHEDULES

LS-601
A1 PLAQUE, SHADOW PANEL, AND SIGNAGE SCHEDULE 

1"=10'-0"
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CONSTRUCTION SCHEDULES

LS-602
A1 MATERIAL EXAMPLES 
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CONSTRUCTION SCHEDULES

LS-603
A1 SHADOW PANEL CONTENT

SALUTE 2 NAVAL OFFICER SOLDIER VEHICLE HELICOPTER CIVIL WAR

EAGLE ETERNAL FLAME FLAG PLANTING FLAG KNEELING SALUTE 1

AIRCRAFT BATTLESHIP ARTILLERY BATTLEFIELD
CROSS

CARRYING CARRYING -
GURNEY
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CONSTRUCTION SCHEDULES

LS-604

A1 SHADOW PANEL PATTERN EXAMPLES 
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ELECTRICAL LEGEND,
ABBREVIATIONS & GENERAL NOTES

E-001

J

W

M

TV

S

S

S

G

D

M

KP

RIM

CR

ACU

S

WALL MOUNT CCTV

RECESSED CEILING MOUNT CCTV WITH DOME

CEILING MOUNT DOME

RACK

GLASS BREAK SENSOR

MAGNETIC DOOR SENSOR

MOTION SENSOR

KEYPAD

REMOTE ALARM INPUT MODULE

CARD READER

NETWORKED INTELLIGENT CONTROLLER

CONDUIT - UNDERGROUND

CONDUIT - EXPOSED

CONDUIT - CONCEALED

CONDUIT - FLEX

HOMERUN (PANEL AND CIRCUIT #)

CONDUIT STUB-UP

PHOTOCELL, AS NOTED

CONDUIT STUB-DN

SMOKE DETECTOR - DUCT MOUNTED

FIRE ALARM ANNUNCIATOR PANEL

FIRE ALARM CONTROL PANEL

FA HEAT DETECTOR (FIXED TEMP. NOTED)

SMOKE DETECTOR - PHOTO ELECTRIC TYPE

FA MANUAL PULL STATION

FA HORN STROBE

MAGNETIC DOOR HOLD OPEN

SMOKE DETECTOR - IONIZATION TYPE

SMOKE /CO DETECTOR - PHOTO ELECTRIC TYPE
W/AUDIO

FA SPEAKER

FA STROBE

EXISTING

EQUIPMENT CONNECTION

FRACTIONAL HP MOTOR DISCONNECT SWITCH
W/INTEGRAL THERMAL PROTECTION

COMBINATION MOTOR STARTER DISCONNECT

ELECTRIC METER

MOTOR CONNECTION

DISCONNECT SWITCH

FUSED DISCONNECT SWITCH

GENERATOR

TRANSFORMER

JUNCTION BOX

RECEPTACLE - SINGLE  +18" U.O.N.

RECEPTACLE - DUPLEX  +18" U.O.N.

RECEPTACLE - QUAD  +18" U.O.N.

RECEPTACLE - SPLIT WIRED  +18" U.O.N.

RECEPTACLE - SPECIAL  +18" U.O.N.

RECEPTACLE - FLOOR MOUNTED

RECEPTACLE - GFCI OR ON GFI CIRCUIT

PUSH BUTTON

PLUG MOLD

RECEPTACLE - CEILING MOUNTED

POWER POLE

OCCUPANCY SENSOR - WALL MOUNTED (2 INDICATES
DUAL - CIRCUIT)

SINGLE POLE SWITCH W/ PILOT LIGHT (PL "ON"
WHEN LIGHT IS "OFF" - U.O.N.)  + 48" U.O.N.

LIGHTING FIXTURE - SURFACE (CEILING)

2x2 RECESSED FIXTURE

2x4 RECESSED FIXTURE

LIGHT FIXTURE W/ EMERGENCY BATTERY

1x4 RECESSED FIXTURE

WALL MOUNTED FIXTURE

2x2 SURFACE MOUNTED FIXTURE

2x4 SURFACE MOUNTED FIXTURE

PENDANT MOUNTED FIXTURE

DIMMER SWITCH, AS NOTED, +48" U.O.N.

STRIP FIXTURE

SINGLE POLE SWITCH  +48" U.O.N.

KEY OPERATED SWITCH  +48" U.O.N.

3-WAY & 4-WAY SWITCH  +48" U.O.N.

TRACK LIGHTING SYSTEM

POLE MOUNTED AREA LIGHT

EMERGENCY LIGHT

WALL MOUNTED FIXTURE

EXIT SIGN - CEILING MOUNTED (SOLID INDICATES
EXIT SIGN FACING)
EXIT SIGN - WALL MOUNTED (SOLID INDICATES EXIT
SIGN FACING)

LIGHTING FIXTURE - RECESSED

1X4 SURFACE MOUNTED FIXTURE

OCCUPANCY SENSOR - CEILING MOUNTED

CLOCK - CEILING MOUNTED

BELL

SPEAKER - CEILING MOUNTED

CLOCK - WALL MOUNTED

SPEAKER / CLOCK

TELEPHONE TERMINAL BOARD

TELEVISION OUTLET

TELECOM OUTLET - FLOOR MOUNTED, 2 JACKS UON

TELECOM OUTLET, 2 JACKS UON

TELECOM OUTLET - CEILING MOUNTED, 2 JACKS UON

EXISTING TELECOM AND/OR DATA OUTLET

SPEAKER - WALL MOUNTED

PANELBOARD

RECEPTACLE - HIGH VOLTAGE

NEW

DEMOLITION

EMERGENCY LIGHT REMOTE HEAD

A-2

LIGHTING LEGEND

POWER LEGEND

LINE TYPE LEGEND

WIRING CIRCUITS LEGEND

WIRING DEVICES LEGEND

FIRE ALARM SYSTEM LEGEND

COMMUNICATIONS LEGEND

SECURITY LEGEND

FAAP

FACP

135°F

TTB

I

P

P/CO/A

D

K

D

3 4

PL

OS

T

G

T

OS

GFCI

RECEPTACLE - 220V  +18" U.O.N.

RECEPTACLE - QUAD - GFCI ON GFI CIRCUIT +18" U.O.N.GFCI

THIS IS A STANDARD (TYPICAL) SYMBOLS LIST.  NOT ALL SYMBOLS ARE
NECESSARILY USED ON THIS PROJECT.  ALSO, ADDITIONAL SYMBOLS
MAY BE INTRODUCED ON DRAWINGS AND DEFINED THEREIN.

F

K

2

OCCUPANCY SENSOR - WALL MOUNTEDOS

AC ABOVE COUNTER
AFCI ARC FAULT CIRCUIT INTERRUPTER
AFF ABOVE FINISHED FLOOR
AFG ABOVE FINISHED GRADE
AMP AMPERES
ATS AUTOMATIC TRANSFER SWITCH

BB BASEBOARD (HEATER)
BCU BARE COPPER

BFC BELOW FINISH CEILING ( BOTTOM OF DEVICE)

BLDG BUILDING

CB CIRCUIT BREAKER

CFF CLEARANCE FINISH FLOOR (SURFACE TO SURFACE)

CFC CLEARANCE FINISH CEILING (SURFACE TO SURFACE)

CLG CEILING
CKT CIRCUIT
CO CONDUIT ONLY
C CONDUIT

CP CONTROL PANEL

DC DIRECT CURRENT
DCS DIGITAL CONTROL SYSTEM
DIST DISTANCE

ELECTRICAL ABBREVIATIONS NOTE: NOT ALL ABBREVIATIONS
USED ON THIS PROJECT

(E) EXISTING
EM EMERGENCY

EMCS ENERGY MANAGEMENT CONTROL SYSTEM

EO ELECTRICALLY OPERATED
EP EXPLOSION PROOF

EKSU ELECTRONIC KEY SWITCH UNIT

ETR EXISTING TO REMAIN
EWC ELECTRIC WATER COOLER

FAAP FIRE ALARM ANNUNCIATOR PANEL

FACP FIRE ALARM CONTROL PANEL

FA FIRE ALARM
FBO FURNISHED BY OTHERS
FWP FACTORY WIRED PANEL

GFI GROUND FAULT INTERRUPTER
GND GROUND

HID HIGH INTENSITY DISCHARGE
HIT HIGH INTENSITY TUNGSTEN
HP HORSEPOWER

HPS HIGH PRESSURE SODIUM
HWH HOT WATER HEATER

IBO INSTALLED BY OTHERS
INC INCANDESCENT
ITB INTERCOM TERMINAL BOX

KSU KEY SWITCH UNIT

LC LIGHTING CONTACTOR
LPS LOW PRESSURE SODIUM

MAX MAXIMUM
MCB MAIN CIRCUIT BREAKER
MCC MOTOR CONTROL CENTER
MDP MAIN DISTRIBUTION PANEL

MDS MAIN DISTRIBUTION SWITCHBOARD

MH MOUNTING HEIGHT
MLO MAIN LUGS ONLY
MTD MOUNTED
MTS MANUAL TRANSFER SWITCH

NIC NOT IN CONTRACT
NL NIGHT LIGHT

NTS NOT TO SCALE

OC ON CENTER
OL OVERLOAD

PA PUBLIC ADDRESS
PC PHOTOCELL
PH PHASE
PL PILOT LIGHT

PNL PANEL
PTZ PAN, TILT, ZOOM

QTZ QUARTZ

ROW RIGHT OF WAY

SEC SECTION
SSP SECURITY SYSTEM PANEL

TC TIME CLOCK
TTB TELEPHONE TERMINAL BOARD
TTC TELEPHONE TERMINAL CABINET

UON UNLESS OTHERWISE NOTED

VEL VERIFY EXACT LOCATION
VOS VERIFY ON SITE
VTR VENT THROUGH ROOF

W/ WITH
W/O WITHOUT
WP WEATHER PROOF

XFRM TRANSFORMER

TAGS & DETAIL REFERENCES

KEYED NOTE

SECTION NUMBER
SHEET NUMBER

ROOM NAME
ROOM NUMBER

DETAIL NUMBER
SHEET NUMBER

DEMOLITION
KEYED NOTE

B4

E-301

A1

E-401

X

X

(APPLICABLE TO ALL ELECTRICAL DRAWINGS)

A. CONTRACTOR IS STRONGLY ENCOURAGED TO VISIT AND
CAREFULLY EXAMINE THOSE PORTIONS OF THE SITE AFFECTED BY
THIS WORK BEFORE SUBMITTING PROPOSALS, SO AS TO BECOME
FAMILIAR WITH EXISTING CONDITIONS AND DIFFICULTIES THAT WILL
AFFECT EXECUTION OF THE WORK.

B. ALL ELECTRICAL WORK AND MATERIALS MUST CONFORM TO THE
LATEST STANDARDS FOR THE NATIONAL ELECTRICAL CODE AND
ANY OTHER APPLICABLE CODES.  MATERIALS SHALL BE LISTED BY
THE UNDERWRITER'S LABORATORIES, INC.  SHOULD PLANS AND
CODES CONFLICT, THE CODE TAKES PREFERENCE.  MAKE NO
CHANGES, EVEN IN CASE OF CONFLICT, WITHOUT FIRST OBTAINING
APPROVAL OF THE ENGINEER.

C. PROVIDE AS USED HERE ON THE DRAWINGS, PROVIDE IS AN
ALL-INCLUSIVE TERM REQUIRING CONTRACTOR TO FURNISH,
INSTALL, WIRE AND CONNECT ALL SPECIFIED EQUIPMENT AS WELL
AS COMPONENTS, ACCESSORIES, WIRING, AND MOUNTING
HARDWARE TO INSURE THAT SPECIFIED EQUIPMENT FUNCTIONS TO
MEET SYSTEM(S) REQUIREMENTS.

D. UNLESS OTHERWISE NOTED, ALL POWER CIRCUIT CONDUCTORS
SHALL BE COPPER AND MINIMUM #12 AWG IN 1/2" CONDUIT.
CONDUIT NOT EXPOSED CAN BE METAL CLAD CABLE.

E. A GREEN, COPPER GROUND WIRE SHALL BE INSTALLED IN ALL
CONDUIT SYSTEMS AND SHALL BE BONDED TO ALL ENCLOSURES,
BOXES, AND EQUIPMENT.

F. EXISTING CONDITIONS AND UTILITIES INDICATED ARE TAKEN FROM
EXISTING CONSTRUCTION DOCUMENTS, VARIOUS SURVEYS, AND
FIELD INVESTIGATIONS.

G. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
PROTECT EXISTING UTILITIES FROM DAMAGE.  THE CONTRACTOR
SHALL BEAR ALL EXPENSE FOR REPAIR OR REPLACEMENT OF
UTILITIES OR OTHER PROPERTY DAMAGED BY OPERATIONS IN
CONJUNCTION WITH THE COMPLETION OF THIS WORK.

GENERAL ELECTRICAL NOTES

CFF

CFC

INTERIOR

AFF

CFF AFG

EXTERIOR

AFG

AFGFINISH
FLOOR

FINISH
CEILING

CL

FINISH
GRADE

CFC BFC

MOUNTING LEGEND
ROOM

#

AutoCAD SHX Text
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MARK DATE DESCRIPTION

ELECTRICAL SITE PLAN

ES101
A1

1"=10'-0"

ELECTRICAL SITE PLAN

GENERAL NOTES

KEYED NOTES

A. ALL CIRCUITS TO BE #12AWG IN 3/4" CONDUIT MINIMUM.

1. CONTRACTOR TO UTILIZE ONE 20A,120V CIRCUIT FROM
EXISTING PANEL TO PROVIDE POWER FOR THE LIGHTING.
2#10AWG, 1#10AWG GROUND 3/4" CONDUIT.

2. CONTRACTOR TO UTILIZE ONE 20A, 120V CIRCUIT FROM
EXISTING PANEL TO PROVIDE POWER FOR THE
RECEPTACLES IN THE COLUMNS. RECEPTACLES TO HAVE IN
USE LOCKABLE COVERS IN NEMA 3R ENCLOSURE.

3. PROVIDE TIER 15 QUAZITE PULLBOX 12"X16"X16".
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MARK DATE DESCRIPTION

ELECTRICAL DETAILS & SCHEDULES

E-601

SCALE: NONE
LIGHT POLE FOUNDATION2

3" CLR

2'-0" DIA

6'-
0" 24

"

12"

8 - #8 BARS VERTICAL

#3 TIES AT 16" OC
PVC COATED STEEL CONDUIT

MI
N

12
"

3" MAX

HANDHOLE

SE
E 

PL
AN

 O
R 

FI
XT

UR
E 

SC
HE

DU
LE

 F
OR

 P
OL

E 
HE

IG
HT

4" MAX

FIXTURE D

GROUND LUG

POWER CONNECTION AT FUSE BLOCK IN POLE BASE
WEEP HOLE IN GROUT

1" GROUT
3" CLR TO TIES

NOTE THE FOLLOWING CONSTRUCTION
TOLERANCES FOR FOUNDATION, BEFORE GROUTING:
LEVEL WITHIN 3/8" ACROSS 24" DIAMETER PLUMB
WITHIN 1/4" IN 60".

ANCHOR NUT
COVERS

3/4" x 8'
GROUND ROD

#8 TO GROUND
ROD CADWELD

#8 BARE CU
GROUND

FINISH GRADE

MINIMUM 4,000 PSI
CONCRETE AT 28 DAYS

MIN 1" PVC
(LIGHTING)

LOCATE ANCHOR BOLTS
INSIDE THE REINFORCING
CAGE
ANCHOR BOLTS, VERIFY
SIZE AND LOCATION
W/ MANUFACTURER

24"

COMPACTED EARTH

MARKING TAPE

GRADE

1 TRENCH DETAIL
SCALE: NO SCALE

7 1/2"
CONDUIT

12"

3 ELECTRICAL PULL BOX DETAIL TYPICAL
SCALE: NO SCALE

EXISTING 12470V
OVERHEAD

200A

T1

METER CABINET

200A/1PH
120/240V
EXISTING

4 POWER ONE-LINE DIAGRAM
SCALE: NONE

KEYED NOTES
1. EXISTING LIBRARY SERVICE TO REMAIN.

GRAVEL BELOW PULLBOX
INSTALL 6" OF 3/4"

TRAFFIC RATED COVER

COVER (GRAVEL OR MULCH)
FLUSH WITH TOP OF GROUND
INSTALL WITH TOP OF BOX

W/WASHER
CARTRIAGE BOLT

CONDUIT
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ELECTRICAL EXHIBITS

LE-701
A1 LIGHTING MODEL
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ELECTRICAL EXHIBITS

LE-702
A1 LIGHTING SIMULATIONS



CODES AND MANUALS:

IBC-15 INTERNATIONAL BUILDING CODE 2015
ASCE/SEI 7-10 MINIMUM DESIGN LOADS FOR BUILDINGS AND OTHER STRUCTURES
ACI 318-14 BUILDING CODE REQUIREMENTS FOR STRUCTURAL CONCRETE
ACI 530-13 BUILDING CODE REQUIREMENTS FOR MASONRY STRUCTURES
ACI 530.1-13 SPECIFICATIONS FOR MASONRY STRUCTURES
AWS D1.4-11 STRUCTURAL WELDING CODE – REINFORCING STEEL

DESIGN CRITERIA:

HORIZONTAL:
WIND

ULTIMATE DESIGN WIND SPEED 105 MPH
RISK CATEGORY I
EXPOSURE C

SEISMIC
SEISMIC IMPORTANCE FACTOR IE = 1.0

MAPPED SPECTRAL RESPONSE ACCELERATIONS
SHORT PERIOD SS=0.331G
1 SECOND PERIOD S1=0.101G

SITE CLASS D
SPECTRAL RESPONSE COEFFICIENTS

SHORT PERIOD SDS=0.339G
1 SECOND PERIOD SD1=0.161G
SEISMIC DESIGN CATEGORY C

BASIC SEISMIC FORCE RESISTING SYSTEM:
EXTERIOR NON-STRUCTURAL WALL ELEMENTS AND CONNECTIONS: WALL ELEMENT

COMPONENT AMPLIFICATION FACTOR ap=1.0
COMPONENT RESPONSE MODIFICATION FACTOR Rp = 2.5

ALLOWABLE SOIL BEARING PRESSURE = 2500 PSF

FROST DEPTH = 36 INCHES

GENERAL:

STRUCTURAL DRAWINGS ARE NOT STAND-ALONE DOCUMENTS AND ARE INTENDED TO BE USED IN 
CONJUNCTION WITH CIVIL, ARCHITECTURAL, MECHANICAL, ELECTRICAL, AND DRAWINGS FROM OTHER 
DISCIPLINES. THE CONTRACTOR SHALL COORDINATE ALL REQUIREMENTS OF THE CONTRACT 
DOCUMENTS INTO THE SHOP DRAWINGS AND FIELD WORK.

CONTRACTOR'S CONSTRUCTION AND/OR ERECTION SEQUENCES SHALL RECOGNIZE AND CONSIDER THE 
EFFECTS OF THERMAL MOVEMENTS OF STRUCTURAL ELEMENTS DURING THE CONSTRUCTION PERIOD.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS IN THE FIELD.

SHOP DRAWINGS SHALL BE FURNISHED AND REVIEWED BEFORE ANY FABRICATION OR ERECTION IS 
STARTED.  THE CONTRACTOR SHALL REVIEW AND APPROVE SHOP DRAWINGS PRIOR TO SUBMITTAL TO 
THE ARCHITECT FOR REVIEW. POORLY EXECUTED SHOP DRAWINGS WILL BE REJECTED AND SHALL BE 
RESUBMITTED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING SAFE AND ADEQUATE SHORING FOR ALL 
PARTS OF THE STRUCTURE DURING CONSTRUCTION.

TEMPORARY PROVISIONS SHALL BE MADE FOR STRUCTURAL STABILITY DURING CONSTRUCTION. THE 
STRUCTURE SHOWN ON THE DRAWINGS HAS BEEN DESIGNED FOR STABILITY UNDER FINAL 
CONFIGURATION.

NOTCHING OR CUTTING ANY STRUCTURAL MEMBER IN THE FIELD IS PROHIBITED.

BACKFILL SHALL NOT BE PLACED BEHIND RETAINING WALLS UNTIL CONCRETE HAS ATTAINED 100 
PERCENT OF DESIGN STRENGTH.

REMOVAL OF FORMS AND SHORING SHALL BE IN ACCORDANCE WITH ACI 347.  WHERE CONCRETE MUST 
SUPPORT SUPERIMPOSED LOADS PRIOR TO ATTAINING THE SPECIFIED DESIGN STRENGTH, RESHORE 
CONCRETE IN ACCORDANCE WITH ACI 347. RESHORING SHALL NOT BE REMOVED SOONER THAN 28 DAYS 
FROM THE DATE OF POUR OR UNTIL CONCRETE HAS ATTAINED THE SPECIFIED DESIGN STRENGTH.

DRAWINGS:

DO NOT SCALE DRAWINGS.

WHERE DISCREPANCIES OCCUR BETWEEN PLANS, DETAILS, GENERAL NOTES, AND SPECIFICATIONS, THE 
MORE STRINGENT REQUIREMENTS SHALL GOVERN. DETAILS ON DRAWINGS TAKE PRECEDENCE OVER 
GENERAL NOTES AND TYPICAL DETAILS. DETAILS NOTED "TYPICAL" APPLY TO ALL SIMILAR CONDITIONS. 
WHERE NO SPECIFIC DETAILS ARE SHOWN, CONSTRUCTION SHALL CONFORM TO SIMILAR WORK 
ELSEWHERE ON THE PROJECT.

CAST-IN-PLACE CONCRETE:

ALL CONCRETE SHALL CONFORM TO THE SPECIFICATIONS FOR STRUCTURAL CONCRETE, ACI 301-10.

ALL EXPOSED EDGES OF CONCRETE SHALL HAVE A 3/4" CHAMFER UNLESS NOTED OTHERWISE. CONFIRM 
WITH ARCHITECTURAL.

NORMALWEIGHT CONCRETE:

A. F'C = 4500 PSI @ 28 DAYS – ALL CONCRETE EXPOSED TO FREEZE/THAW CYCLES AND OCCASIONAL
MOISTURE, INCLUDING CONCRETE FLAT WORK, EXPOSED BUILDING STEM WALLS, SITE WALLS, ETC…
EXTERIOR CONCRETE SHALL MEET EXPOSURE CATEGORY AND CLASS F2 ACCORDING TO ACI 318
TABLE 19.3.1.1.

CONCRETE MIX DESIGNS (INCLUDING AIR CONTENT, WATER TO CEMENT RATIOS, AND OTHER CRITERIA) 
SHALL CONFORM TO THE REQUIREMENTS SET FORTH IN ACI 318 TABLE 19.3.2.1, BASED ON THE EXPOSURE 
CATEGORIES AND CLASSES DEFINED IN ACI 318 TABLE 19.3.1.1. USE AIR ENTRAINING ADMIXTURE IN ALL 
EXTERIOR CONCRETE. 

COLD WEATHER CONCRETING:  PROTECT CONCRETE WORK FROM PHYSICAL DAMAGE OR REDUCED 
STRENGTH CAUSED BY FROST, FREEZING OR LOW TEMPERATURES.  COMPLY WITH ACI 306.1.

HOT WEATHER CONCRETING:  WHEN HOT WEATHER CONDITIONS EXIST THAT WOULD IMPAIR THE QUALITY 
AND STRENGTH OF THE CONCRETE, REDUCE DELIVERY TIME OF READY-MIX CONCRETE, LOWER THE 
TEMPERATURE OF MATERIALS, OR ADD RETARDER TO ENSURE THAT THE CONCRETE IS PLASTIC. 
RETEMPERING WITH WATER IS NOT ALLOWED.  COMPLY WITH ACI 305R.

STRUCTURAL FILL REQUIREMENTS:

GRADATION (ASTM D422):

 SIEVE SIZE  PERCENT PASSING BY WEIGHT
6" 100
3" 70-100
NO. 200 50 MAXIMUM

PLASTICITY INDEX (ASTM D4318): 15 MAXIMUM
LIQUID LIMIT (ASTM D4318): 30 MAXIMUM

MATERIAL LARGER THAN 6 INCHES SHALL NOT BE PLACED IN THE STRUCTURAL FILL, AND MATERIAL LARGER 
THAN 4 INCHES SHALL NOT BE PLACED WITHIN TWELVE INCHES OF THE BEARING SURFACES OF SLABS OR 
FOUNDATIONS.

NO BRUSH, SOD, FROZEN MATERIAL OR OTHER UNSUITABLE MATERIAL SHALL BE PLACED IN THE 
STRUCTURAL FILL. MATERIAL SHALL BE PLACED IN SUCH A MANNER AS TO RESULT IN A UNIFORMLY 
COMPACTED FILL.

BASED ON THE REQUIREMENTS FOR THE STRUCTURAL FILL AND THE DESCRIPTION OF THE EXISTING SITE 
SOILS IN THE PROJECT GEOTECHNICAL REPORT, THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING 
THE MOST APPROPRIATE METHOD FOR PROVIDING THE REQUIRED STRUCTURAL FILL. DEPENDING ON THE 
SITE CONDITIONS, APPROPRIATE METHODS COULD INCLUDE REBLENDING OF THE EXISTING SITE SOILS, 
MIXING THE EXISTING SITE SOILS WITH IMPORTED FILL, OR REMOVING THE EXISTING SITE SOILS ENTIRELY 
AND REPLACING WITH IMPORTED FILL.

GRANULAR BASE COURSE REQUIREMENTS:

GRADATION (ASTM C136):

 SIEVE SIZE PERCENT PASSING BY WEIGHT

1" 100
3/4" 85-100
NO.  4 45-95
NO. 200 0-8

PLASTICITY INDEX (ASTM D4318): 3 MAXIMUM

THE COURSE AGGREGATE SHALL HAVE A PERCENT WEAR OF 50 OR LESS WHEN TESTED IN ACCORDANCE 
WITH ASTM C131.

COMPACTION REQUIREMENTS:

IN ACCORDANCE WITH ASTM D1557 (MODIFIED PROCTOR), SUBGRADE SOILS AND STRUCTURAL FILL 
MATERIALS SHALL BE COMPACTED TO THE FOLLOWING PERCENTAGES OF THE MAXIMUM DRY DENSITY AT 
+/- 3% OPTIMUM MOISTURE CONTENT:

 MINIMUM
 MATERIAL PERCENT COMPACTION

SCARIFIED SUBGRADE SOILS 95
ENGINEERED FILL BELOW FOUNDATIONS 95
MISCELLANEOUS BACKFILL 90

SITE RETAINING WALL DESIGN CRITERIA:

LOADING CONDITION EQUIVALENT FLUID PRESSURE

ACTIVE EARTH PRESSURE 50  PCF
PASSIVE EARTH PRESSURE 345 PCF

SOIL FRICTION FACTOR 0.40
SOIL BEARING CAPACITY 2500 PSF

THE CONTRACTOR IS ALLOWED TO CAST FOUNDATIONS AGAINST EXCAVATED SOIL SURFACES, PROVIDED 
THE FOLLOWING IS ADHERED TO:

A. THE SIDE SLOPES OF THE EXCAVATION SHALL BE ABLE TO MAINTAIN VERTICAL SLOPE WITHOUT SOIL
SLOUGHAGE.

B. THE BOTTOM WIDTH OF THE EXCAVATION SHALL BE ONE INCH WIDER MINIMUM ON EACH SIDE THAN
THE SPECIFIED FOOTING WIDTH.

C. THE SIDE WALLS OF THE EXCAVATION SHALL BE BATTERED A MINIMUM OF ONE INCH HORIZONTAL TO
TWELVE INCHES VERTICAL.

D. IF SANDY OR LOOSE MATERIALS ARE ENCOUNTERED, THE FOOTING MUST BE FORMED.
E. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF ANY SOIL SLOUGHAGE FROM THE WET

CONCRETE DURING THE CASTING OPERATION.
F. THE CONTRACTOR AGREES TO REMOVE AND RECAST ANY FOOTING WHERE THE ABOVE CONDITIONS

ARE NOT MET.

ALL CONCRETE EXPOSED TO GROUND SHALL BE MANUFACTURED WITH PORTLAND CEMENT TYPE II OR 
TYPE V.

REINFORCING STEEL:

ALL REINFORCING STEEL SHALL BE FABRICATED AND PLACED IN ACCORDANCE WITH THE BUILDING CODE 
REQUIREMENTS FOR STRUCTURAL CONCRETE (ACI 318-14), AND DETAILS AND DETAILING OF CONCRETE 
REINFORCEMENT (ACI 315-99).

ALL REINFORCING STEEL SHALL CONFORM TO ASTM A615 GRADE 60; EXCEPT STIRRUPS, TIES AND 
INDICATED FIELD-BENT BARS, WHICH SHALL CONFORM TO ASTM A615 GRADE 40.

TENSION AND COMPRESSION LAPS IN REINFORCING SHALL BE IN ACCORDANCE WITH ACI 318, CHAPTER 12, 
UNLESS NOTED OTHERWISE. 

ALL HORIZONTAL REINFORCING IN FOOTINGS, WALLS AND BEAMS SHALL BE CONTINUOUS AROUND 
CORNERS OR HAVE BENT (CORNER) BARS OF THE SAME SIZE AND SPACING AS THE HORIZONTAL BARS 
AND LAP 30 BAR DIAMETERS (24" MINIMUM).

CONCRETE COVER FOR REINFORCING SHALL BE AS FOLLOWS UNLESS OTHERWISE NOTED:

A. CONCRETE FOR FOUNDATIONS CAST AGAINST AND PERMANENTLY EXPOSED TO EARTH: 3"
B. CONCRETE CAST AGAINST FORMS BUT EXPOSED TO EARTH OR WEATHER:

1. BARS LARGER THAN NO. 5: 2"
2. BARS NO. 5 OR SMALLER: 1 1/2"

C. CONCRETE NOT EXPOSED TO WEATHER OR NOT IN CONTACT WITH GROUND:
1. STRUCTURAL SLABS, WALLS AND JOISTS (NO. 11 AND SMALLER): 3/4"

FORM TIES SHALL BE EITHER OF THE THREADED OR SNAP-OFF TYPE SO THAT NO METAL WILL BE LEFT 
WITHIN 1 INCH OF THE SURFACE OF THE WALL.  FOLLOWING REMOVAL OF FORM TIES, RECESSES ARE TO 
BE CAREFULLY FILLED AND POINTED WITH MORTAR.

REINFORCING SHALL NOT BE TACK WELDED OR WELDED IN ANY MANNER UNLESS SPECIFICALLY DETAILED 
ON THE STRUCTURAL PLANS.

BAR SUPPORTS AND SPACERS FOR REINFORCING SHALL BE PROVIDED IN ACCORDANCE WITH ACI 315-99. 
REINFORCING SHALL BE SECURELY TIED TO SUPPORTS. 

CHAIRS WITH 22 GAGE SAND PLATES OR PRECAST BLOCKS SHALL BE PROVIDED FOR ALL REINFORCING OF 
CONCRETE IN CONTACT WITH GRADE.

DECK CHAIRS SHALL BE PROVIDED FOR ALL WELDED WIRE FABRIC IN SLABS OVER METAL DECK.

MASONRY:

ALL MASONRY UNITS SHALL COMPLY WITH ASTM C 90 WITH A COMPRESSIVE STRENGTH OF 2000 PSI (NET 
AREA).

F'M = 1900 PSI

MORTAR SHALL BE TYPE S.

GROUT - F'C = 2000 PSI, MINIMUM.

CELLS CONTAINING REBAR SHALL BE GROUTED SOLID FROM THE BOTTOM TO THE TOP OF THE WALL IN 
ACCORDANCE WITH THE INTERNATIONAL BUILDING CODE.

ALL CELLS BELOW GRADE SHALL BE GROUTED SOLID UP TO GRADE.

ALL VERTICAL REBAR SHALL BE IN PLACE AND SECURED WITH REBAR POSITIONERS PRIOR TO GROUTING.

COVER FOR REINFORCING SHALL BE AS FOLLOWS UNLESS OTHERWISE NOTED:

A. MASONRY FACE NOT EXPOSED TO EARTH OR WEATHER: 1 1/2"
B. MASONRY FACE EXPOSED TO EARTH OR WEATHER:

1. BARS LARGER THAN NO. 5: 2"
2. BARS NO. 5 OR SMALLER: 1 1/2"

UNLESS OTHERWISE NOTED MASONRY CELLS SHALL BE GROUTED IN ACCORDANCE WITH THE 
INTERNATIONAL BUILDING CODE (MAXIMUM 5 FOOT GROUT LIFTS).

LAP REBAR 48 BAR DIAMETERS (12" MINIMUM) UNLESS NOTED OTHERWISE.

ALL HORIZONTAL REINFORCING IN BOND BEAMS SHALL BE CONTINUOUS AROUND CORNERS OR HAVE 
BENT (CORNER) BARS OF THE SAME SIZE AND A LAP AS NOTED ABOVE. VERTICAL STEEL SHALL CONTINUE 
THROUGH BOND BEAMS.

PROVIDE STANDARD LADDER TYPE JOINT REINFORCING AT 16" ON CENTER (ALTERNATE COURSES) 
UNLESS NOTED OTHERWISE IN THE PROJECT DOCUMENTS. USE PREFABRICATED CORNERS AND TEES AT 
ALL WALL CORNERS AND INTERSECTIONS RESPECTIVELY.

SEE ARCHITECTURAL DRAWINGS AND SPECIFICATIONS FOR INFORMATION REGARDING MASONRY COLORS, 
FINISHES, BOND, ETC. AT ALL EXPOSED MASONRY WALLS.

ALL MASONRY WALL CONFIGURATIONS INCLUDING WALL OPENINGS SHALL BE COORDINATED WITH CIVIL, 
MECHANICAL, PLUMBING, ELECTRICAL AND DRAWINGS FROM ALL OTHER DISCIPLINES.

EXPOSED MASONRY SITE WALLS AND RETAINING WALLS GREATER THAN 16 FEET IN LENGTH SHALL HAVE 
MASONRY CONTROL JOINTS INSTALLED AT THE FOLLOWING MINIMUM SPACING:

12'-0" ON CENTER FOR WALLS 6'-0" MAXIMUM HEIGHT
18'-0" ON CENTER FOR WALLS 10'-0" MAXIMUM HEIGHT
20'-0" ON CENTER FOR WALLS GREATER THAN 10'-0" IN HEIGHt

VENEER:

FOR CMU OR BRICK VENEER (5" MAXIMUM, 3" MINIMUM THICKNESS) ATTACHMENT TO STRUCTURAL MASONRY, 
PROVIDE ADJUSTABLE INTEGRAL ANCHOR TIES. ADJUSTABLE INTEGRAL ANCHOR TIES SHALL BE CORROSION 
RESISTANT AND HAVE TWO PINTLE LEGS MINIMUM WITH W2.8 (3/16”) WIRE OR APPROVED EQUAL. PROVIDE 
HOHMANN BARNARD 265 LADDER ADJUSTABLE INTEGRAL ANCHOR TIES OR APPROVED EQUAL.

FOR CMU OR BRICK VENEER (5" MAXIMUM, 3" MINIMUM THICKNESS) ATTACHMENT TO STRUCTURAL 
CONCRETE, PROVIDE ADJUSTABLE ANCHOR TIES. ADJUSTABLE ANCHOR TIES SHALL BE CORROSION 
RESISTANT AND HAVE A TWO PINTLE LEGS MINIMUM WITH A MINIMUM W2.8 (3/16”) WIRE. ATTACH TO 
CONCRETE WITH 2-1/4” DIAMETER CONCRETE SCREWS, HILTI KWIKCON 11 x 1 1/2” OR APPROVED EQUAL.

COORDINATE VENEER LOCATION, TYPE, BOND PATTERN, ETC. WITH ARCHITECTURAL DRAWINGS.

BAR SUPPORTS AND SPACERS FOR REINFORCING SHALL BE PROVIDED IN ACCORDANCE WITH ACI 315-99. 
REINFORCING SHALL BE SECURELY TIED TO SUPPORTS. 

CHAIRS WITH 22 GAGE SAND PLATES OR PRECAST BLOCKS SHALL BE PROVIDED FOR ALL REINFORCING OF 
CONCRETE IN CONTACT WITH GRADE.

DECK CHAIRS SHALL BE PROVIDED FOR ALL WELDED WIRE FABRIC IN SLABS OVER METAL DECK.

GENERAL:

THE FOUNDATION NOTES INCLUDED HEREIN ARE A SUMMARY OF THE REQUIREMENTS OF THE PROJECT 
GEOTECHNICAL REPORT. THESE NOTES ARE PROVIDED FOR THE CONVENIENCE OF THE CONTRACTOR 
ONLY. 

IF THERE ARE DISCREPANCIES BETWEEN THE FOUNDATION NOTES AND THE PROJECT GEOTECHNICAL 
REPORT, THE PROJECT GEOTECHNICAL REPORT SHALL GOVERN.

A SUBSURFACE GEOTECHNICAL INVESTIGATION HAS BEEN MADE BY TERRACON PROJECT NO. 66085034.

A REPORT OF THAT INVESTIGATION DATED JUNE 2008 IS AVAILABLE FOR VIEWING AT THE OFFICE OF THE 
CONTRACTOR IN THE PROJECT MANUAL

THE FOUNDATION SYSTEM FOR THIS PROJECT IS SPREAD FOOTINGS OVER ENGINEERED FILL.

ADDITIONAL INFORMATION CONCERNING THE SPECIFIC SITE SOIL CONDITIONS TO BE ENCOUNTERED ARE IN 
THE PROJECT GEOTECHNICAL REPORT AND SHALL BE REVIEWED AND FULLY UNDERSTOOD BY THE 
CONTRACTOR. 

IF THERE ARE ANY QUESTIONS REGARDING THE REQUIREMENTS OF THE PROJECT GEOTECHNICAL REPORT, 
THE CONTRACTOR SHALL ISSUE RFI’S (REQUESTS FOR INFORMATION) TO THE ARCHITECT FOR 
CLARIFICATION. EARTHWORK SHALL NOT PROCEED UNTIL THE REQUIREMENTS OF THE PROJECT 
GEOTECHNICAL REPORT ARE FULLY UNDERSTOOD BY THE CONTRACTOR.

FIELD OBSERVATION AND TESTS:

THE OWNER SHALL EMPLOY THE SERVICES OF A REGISTERED, LICENSED GEOTECHNICAL ENGINEER TO 
OBSERVE ALL CONTROLLED EARTHWORK. THE GEOTECHNICAL ENGINEER SHALL PROVIDE CONTINUOUS 
ON-SITE OBSERVATION BY EXPERIENCED PERSONNEL DURING CONSTRUCTION OF CONTROLLED 
EARTHWORK. THE CONTRACTOR SHALL NOTIFY THE GEOTECHNICAL ENGINEER AT LEAST TWO WORKING 
DAYS IN ADVANCE OF ANY FIELD OPERATIONS OF THE CONTROLLED EARTHWORK.

TESTS OF MATERIALS SHALL BE MADE AT THE FOLLOWING MINIMUM RATES. THE ON-SITE GEOTECHNICAL 
ENGINEER SHALL DETERMINE THE ACTUAL TESTING RATES:

ONE FIELD DENSITY TEST PER 2500 SQUARE FEET OF COMPACTED SUBGRADE, PRIOR TO PLACING 
STRUCTURAL FILL OR SLAB-ON-GRADE, WITH A MINIMUM OF 3 TESTS.

ONE FIELD DENSITY TEST PER 2500 SQUARE FEET OF STRUCTURAL FILL PLACED OR EACH 
HORIZONTAL LAYER OF STRUCTURAL FILL, WHICHEVER IS THE GREATER NUMBER OF TESTS.

ONE MOISTURE-DENSITY CURVE FOR EACH TYPE OF MATERIAL USED, AS INDICATED BY THE SIEVE 
ANALYSIS AND THE PLASTICITY INDEX.

THE GEOTECHNICAL ENGINEER SHALL SUBMIT THE RESULTS OF ALL REQUIRED TESTS.

CLEARING AND GRUBBING:

REMOVE ALL BRUSH, RUBBISH, GRASS, AND GRASS ROOTS FROM THE CONSTRUCTION AREA.

REMOVE STUMPS, MATTED ROOTS AND ROCKS LARGER THAN 2 INCHES IN DIAMETER WITHIN 6 INCHES OF 
THE SURFACE OF AREAS ON WHICH FILL AND/OR FOOTINGS ARE TO BE CONSTRUCTED.

REMOVE ALL TOPSOIL FROM THE CONSTRUCTION AREA. THIS MATERIAL SHALL NOT BE USED AS FILL 
MATERIAL, BUT MAY BE STOCKPILED AND LATER USED IN THE TOP 6 INCHES OF FILL OUTSIDE THE BUILDING 
PAD.

SITE, SUBFLOOR AND BEARING SURFACE PREPARATION:

A REPRESENTATIVE OF THE GEOTECHNICAL ENGINEER SHALL BE PRESENT TO CONFIRM COMPLETE 
EXCAVATION OF ANY UNCONTROLLED FILL.

THE SHALLOW SPREAD FOOTINGS FOUNDATION SYSTEM SHOULD BE DESIGNED TO COMPLETELY BEAR ON 
COMPETENT UNDISTURBED NATIVE GRAVEL AND SUSPECTED COBBLE MATERIAL OR A UNIFORM MINIMUM 
THICKNESS OF 24 INCHES OF ENGINEERED FILL PLACED BETWEEN THE SURFACE OF THE NATIVE GRAVEL 
AND COBBLE MATERIAL AND THE BOTTOM OF FOUNDATION AND/OR SLAB ELEVATION.

SCARIFY ALL EXPOSED SUBGRADE SOILS TO A DEPTH OF 10 INCHES, MOISTEN TO OPTIMUM MOISTURE 
CONTENT [(+/- 2%)] AND COMPACT TO THE DENSITY SPECIFIED HEREINAFTER.

PLACE ALL STRUCTURAL FILL IN APPROXIMATELY HORIZONTAL LAYERS NOT GREATER THAN 8 INCHES IN 
LOOSE THICKNESS, MOISTEN TO OPTIMUM MOISTURE CONTENT [(+/- 2%)] AND COMPACT TO DENSITY 
SPECIFIED HEREINAFTER.

ALL EARTHWORK FOR THE EXTERIOR FOOTINGS SHALL EXTEND A MINIMUM OF 2 FEET BEYOND THE EDGE 
OF THE FOOTINGS.

CONTRACTOR SHALL INSTALL DRAINAGE SYSTEM TO MITIGATE THE SHALLOW GROUND WATER'S IMPACT TO 
FOUNDATION BEARING STRATA. REFER TO GEOTECHINAL REPORT FOR MORE INFORMATION. 
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1. SOME SHEET KEYNOTES MAY NOT APPLY TO THIS SHEET.

2. SEE CIVIL AND LANDSCAPOE DRAWINGS FOR INFORMATION
NOT SHOWN.

3. DIMENSIONS ARE TO THE FACE OF CONCRETE UNLESS NOTED
OTHERWISE.

4. SEE LANDSCAPE DRAWINGS FOR MASONRY AND WALL
DIMENSIONS NOT SHOWN.

1. 16" CONCRETE WALL, SEE SECTION C3/S101

2. 12" CMU WALL, SEE SECTION C4/S101

3. 12"x12" CONCRETE COLUMN, SEE DETAIL B1/S101

4. 18" MAT FOOTING, SEE SECTION C4/S101

5. 4'-0"Wx18"D CON'T FTG, SEE SECTION C3/S101
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6' - 0"
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 - 

0"

1' - 6"1' - 6
"

NOTE:
SEE LANDSCAPING 
DRAWINGS FOR WALL 
DIMENSIONS AND 
LOCATIONS

2-VERT TO MATCH VERT
REINF IN GROUTED CELL
AS SHOWN

U-BARS TO MATCH HORIZ

WALL REINF

TO WALL EL

SEE CIVIL

TOF

3/4" CHAMFER TYP 

CONFIRM WITH ARCH

DWLS TO MATCH VERT

WALL REINF W/ STD HOOK

SEE CIVIL FOR

EXT SLAB

FOOTING SEE PLAN

3"

1'
 -

 6
"

2'
 -
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"
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T
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" 
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X

U-BAR TO MATCH
EVERY OTHER
VERTICAL BAR

#5 @ 12" OC EACH 
FACE HORIZ AND 
VERT 

4 - #6 LONGITUDINAL 

#6 @ 12" OC TRANSVERSE

NOTE:
CONFIRM CONCRETE FORMING 
ACCESSORIES AND FINISH 
REQUIREMENTS WITH THE 
ARCHITECT

PROVIDE STD 

HOOK 

EXTERIOR 
VENEER SEE 
ARCH

CORROSION RESISTANT 
ADJUSTABLE INTEGRAL 
VENEER AHR W/ 2 PINTLE 
LEGS MIN W/ 3/16" WIRE @ 
16" OC VERT AND 24" OC 
HORIZ OR APPROVED 
EQUAL
SEE ARCH FOR 
WATERPROOFING 
REQUIREMENTS

WALL SEE PLAN

CMU WALL

CORROSION RESISTANT 
ADJUSTABLE VENEER AHR W/ 2 
PINTLE LEGS MIN W/ 3/16" WIRE @ 
24 "OC VERT AND 16" OC HORIZ 
MAX. ATTACH CONC WALL W/ 2 -
3/8" DIA x 2" CORROSION 
RESISTANT SCREW AHRS
SEE ARCH FOR WATERPROOFING 
REQUIREMENTS

EXTERIOR 
VENEER SEE 
ARCH

CONC COL

SEE PLAN

CONC COLUMN 

TOF

1/2" EXP MATL W/

CONT SEALANT

SEE ARCH FOR

EXT SLAB

DWL W/  STD HOOK

TO MATCH VERT REINF

ALL VENEER  BELOW 
GRADE SHALL BE 
GROUTED SOLID

2 - #5 CONT IN BOND 

BEAM

VENEER SEE ARCH

1'
 -

 6
"

2'
 -

 0
"

FOOTING SEE PLAN

3"

2 - #5 CONT IN BOND 

BEAM

SEE ARCH FOR WALL CAP

ALL MASONRY SHALL 

BE GROUTED SOLID

#5 @ 16" OC

6 - #6 LONGITUDINAL 

#6 @ 12" OC TRANSVERSE

1'
 -

 0
"

1' - 0"

4 - #6 VERT AND 
#3 TIES @ 10" OC

MARK DATE DESCRIPTION

1
/1

2
/2

0
1

5
 1

1
:2

0
:2

0
A

M

MORA COUNTY VETERANS 

MEMORIAL
COURTHOUSE WAY
MORA, NM 87332

60% CONSTRUCTION 

DOCUMENTS

FEBRUARY 2022

MAIL: 6501 Americas Pkwy NE., Ste. 300 PHO: 505.212.9126

Albuquerque, NM 87110 WEB: groundworkstudionm.com

1 2 3 4 5 6

A

B

C

D

E

1 2 3 4 5 6

SHEET TITLE

DRAWN BY:

CAD DWG FILE:

PROJECT NO:

CHECKED BY:

DATE:

ISSUE:

OJP

REVIT 2020

W55227

NT

2/2/2022

60% CDs

PLAN, SECTIONS

AND DETAILS

S101

GENERAL SHEET NOTES
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SCALE: 1/8" = 1'-0"A4
PLAN AT GROUND LEVEL

SCALE: 3/4" = 1'-0"D2
CMU PLAN DETAIL

SCALE: 3/4" = 1'-0"C3
CONCRETE WALL SECTION

SCALE: 3/4" = 1'-0"D1
CONCRETE PLAN DETAIL

SCALE: 3/4" = 1'-0"C1
VENEER ATTACHMENTS

SCALE: 3/4" = 1'-0"C4
PERIMETER FOUNDATION SECTION

SCALE: 3/4" = 1'-0"B1
CONCRETE COLUMN DETAIL
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